MATERIAL SAFETY CATA SHEET

DESOTO, INC.
ADMINISTRATIVE AND RESEARCH CENTER
EMERGENCY TELEPHONE (312) 391-90(00

PRODUCT CLASS
EPOXY
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DESOTO, INC.

SECTION I

DES PLAINES, ILLINCIS €C017
CHEMTREC (800) 424-930C

MANUFACTURERS CODE IDENTIFICATION
515X349

TRADE NAME GREEN PRIMER DATE OF PREPARATION 12720785

AhkdhkRhhkhkhkAhkkhkk Ak Ak hk kxR AXSECTION IT-HAZARDOUS INGREDIENTSHaAkhkkdhkhhhhkhAhkhfkdkihhkkik

INGREDIENT [CAS NUMBERI] % BYx C3HA ACGIH VAPCR
WEIGHT PEL-PPM TLV-PPM LEL PRESSURE
@ 20 DEG C
N=BUTANOL [71-36-3] < 5.0 16C S,C-50 1.4 4.3
STRONTIUM CHRCMATE [7889-06-21 15.C IMG/M3  D.05 MG/MZ AS CR NA NA
CYCLOHEXANONE [1(08-94-13 15.0 . 5C 25 1.1 3.4
METHYL ETHYL KETCNE [78-93-31 15.0C 200 200 1.8 70
BUTYL ACETATE [123-B6-4] 20.C 15C 150 1.7 8.0
* PERCENT BY WEIGHT: S=SKINs C=CEILING LIMIT
TC NEAREST 3% FOR SUBSTANCES 3-95%7 NE = NOT ESTABLISHED
<5.0 FOR SUBSTANCES 1.0-5.0%7 NA = NOT APPLICABLE
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PROPERTY MEASUREMENT
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BOILING RANGE @ 760 MM HG 176.C 7O 313.0 DEG F.
80.C 71O 157.0 DEG C.
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WEIGHT PER GALLON $.3 LBS.
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PERCENT VOLATILE BY VCLUME
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AhkhkkhkrkAkARA KR AKX KA R XA ASECTION IV-FIRE AND EXPLOSION DATAR AR AXAARRAAAAAA KRR AAK A hK

DOT CATEGORY FLAMMABLE LIQUIC FLASH POINT 22.0 DEG F.
OS5HA CATEGORY FLAMMABLE LIQUIC-CLASS I B - L{CLOSED CuP) -5.6 DEG C.
LOWER EXPLOSIVE LIMIT (LEL): SEE SECTION II

EXTINGUISHING MEDIA: USE NATIONAL FIRE PROTECLTION ASSOCIATION CLASS B
EXTINGUISHERS (CARBON DICXIDE, DRY CHEMICAL CR FCAM).

UNUSUAL FIRE AND EXPLOSICN HAZARES: VAPORS MAY ACCUMULATE IN INADEQUATELY
VENTILATED OR CONFINEC AREAS. VAPORS MAY FORM EXPLOSIVE MIXTURES WITH AIR.
VAPORS MAY TRAVEL LONG DISTANCES. FLASHBACLK OF FLAME TO THE HANCLING SITE
MAY CCCUR. CLOSED CONTAINERS MAY EXPLODE WHEN EXPOSED TC EXTREME HEAT.

SPECIAL FIRE FIGHTING PROCEDURES: WATER SPRAY MAY BE INEFFECTIVE., CQOOL
FIRE EXPCSED CONTAINERS WITH WATER. FOG NOZZILES ARE PREFERRABLE. WEAR
NIOSH/MSHA APPROVED SELF-CONTAINED BREATHING APPARATUS AND PRCTECTIVE
CLOTRING TO PREVENT CCNTACT WITH SKIN AND EYES.

Ak kAR ARKR KKK KR K KA KKK AR SECTION-V REACTIVITY DATA* khkdhkhkhhhdkhhhhhhkhhkhhhhrhkhkk

STABILITY: { ) UNSTABLE (X) STABLE

INCOMPATIBILITY {MATERIALS TC AVCID):
NONE RECOGNIZED.
HAZARDOUS DECCMPCSITION PRODUCTS: PRODUCTS OF COMBUSTION ARE HAZARDOUS.

HAZARDOUS POLYMERIZATION: ( ) MAY OCLCUR (X) WILL NOT OCCUR

CONDITIONS TO AVCID:
NONE RECOGNIZEL.

hhxhhkkkkhkkxk*SECTION VI-WASTE DISPODSAL AND ENVIRONMENTAL RELEASES* ki kkkhhdhhhk

ENVIRONMENTAL RELEASES: DEPENDING ON THE QUANTITY AND CIRCUMSTANCES, AN
UNAUTHORIZED RELEASE CF THIS MATERIAL TO THE ENVIRONMENT MAY BE REPORTABLE
UNDER FEDERAL LAW TO THE NATIONAL RESPONSE CENTER (B800-424-88(2). STATE AND
LOCAL GOVERNMENTS MAY ALSO HAVE REPORTING REQUIREMENTS OF WHICH YOU SHOULD
BE AWARE.

REMOVE ALL SOURCES OF IGNITICN. WEAR PERSONAL PROTECTIVE EQUIPMENT TC AVOID
BREATHING VAPCRS AND SKIN AND EYE CONTACT WITH THE SPILLED MATERIAL. USE
NON-SPARKING TOOLS. FOR SMALL SPILLS, DIKE AND ABSORB WITH INERT MATERIAL.
USE EMERGENLY RESPONSE PROFESSIONALS IF MANAGING A RELEASE IS BEYOND THE
CAPABILITY OF IN-HOUSE PERSONNEL.

WASTE DISPOSAL: THIS MATERIAL IS CLASSIFIED AS AN IGNITABLE HAZARDOUS WASTE.
WHEN AFFELTING ITS DISPOSAL, INSURE THATY IT IS PACKAGED, STORED, TRANSPORTED AND
OTHERWISE MANAGED IN ACCORDANCE WITH ALL LOCAL, STATE ANC FECERAL HAZARDCUS
WASTE LAWS ANLC REGULATIONS. NO L[ISPCSAL METHCD IS TC USED WHICH WOULED POSE

AN ENVIRCNMENTAL OR HUMAN HEALTH THREAT, INCLUDING ANY WHICH WOULD CCNTAMINATE
GROUND OR SURFACLE WATERS.
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Kk hARKKAKKKKAKRAKRKAKAAKXKXSECTION VII-HEALTH HAZARD DATAdAkkkthhAkkkhkkrhkkAkAhik
THRESHOLLD LIMIT VALUE=: SEE SECTION II (NOT ESTABLISHED FOR PRODBUCT)

EFFECTS CF OVEREXPOSURE:
INHALATION:
EXPOSURE MAY CAUSE NASAL AND RESPIRATORY IRRITATION ANL ACUTE CENTRAL NERVOUS
SYSTEM DEPRESSION CHARACTERIZEL BY HEACACHE, DIZZINESS, STAGGERING GAIT,
CONFUSION CR UNCONSCIOUSNESS. ASPHYXIATION MAY RESULT FROM BREATHING OXYGEN
DEFICIENT AIR.
SKIN CONTACT:
PRCLONGED OR REPEATED CONTACT MAY CAUSE IRRITATION, DEFATTING OR DERMATITIS.
EYE CONTACT:
PRIMARY IRRITATION.
INGESTION:
MAY CAUSE GASTROINTESTINAL IRRITATION, NAUSEA, VOMITING AND DIARRHEA.

CTHER HEALTH EFFELTS: REPORTS HAVE ASSOCIATED REPEATED AND PROLCNGET
CCCUPATICNAL CVEREXPOSURE TO SOLVENTS WITH PERMANENT BRAIN ANT NERVOUS
SYSTEM DAMAGE. EFFECTS INCLUDE CONCENTRATICN DIFFICULTIES, DIMINISHED
MANUAL DEXTERITY AND MEMORY LOSS.

OTHER HEALTH EFFECTS: THE HEXAVALENT CHROMIUM COMPOUND CONTAINED IN THIS
PRODUCT IS RECOGNIZED TO HAVE CARCINCGENIC POTENTIAL.

EMERGENCY AND FIRST AID PROCEDURES:
INHALATION:
REMOVE FROM EXPOSURE TO FRESH AIR. GIVE ARTIFICIAL
RESPIRATION OR CARDIOPULMONARY RESUSCITATION (CPR) IF REQUIRED. IF BREATHING
IS DIFFICULY, GIVE CXYGEN. KEEP WARM AND QUIET. GET MEDICAL ATTENTION.
SKIN CONTACT:
WASH AFFECTED AREAS WITH SCAP AND WATER. OO0 NOT USE SCLVENTS.
REMOVE CONTAMINATED CLOTHING AND WASH BEFORE REUSE. GET MECICAL ATTENTION.
EYE CONTACT:
FLUSH WITH WATER FOR 15 MINUTES. GET MEDICAL ATTENTION.
INGESTION:
GET MECICAL ATTENTICN.
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hkhkkhkkAhkhkhkhxkxx*kSECTION VIII-SPECIAL PROTECLTION INFORMATION *kkkhhkkhkakhdhhakk

RESPIRATCRY PROTECTION: IN AREAS WHERE TLVS IN SECTICN II MAY BE EXCEEDED
CR IF SPRAY MIST IS PRESENT, USE NIOSH/MSHA APPROVED RESFIRATCRY PROTECTION
APPRCPRIATE FCR INDICATEC COMPONENTS. IN CONFINED AREAS USE NIQSH/IMSHA
APPRCVED AIR SUPPLIED RESPIRATORS. FOLLCW RESPIRATOR MANUFACTURERS
DIRECTIONS ANLC OSHA REGULATICONS (29 CFR 1910.134) FOR RESPIRATOR USE.

VENTILATION: WHERE EMPLOYEES MAY BE EXPOSED, PROVIDE GENERAL DILUTICN OR LOCAL
EXHAUST VENTILATION IN VOLUME ANC PATTERN TO KEEP LEVEL CF HAZARCDQUS INGREDIENTS
IN SECTICN II BELOW RECOMMENLCED {(ACGIH TLV) CR REGULATE C (OSHA PEL) LIMIT.
WHERE EMPLOYEES WILL NOT BE EXPOSED, KEEP LEVEL BELOW 25% OF LEL IN SECTION II.

PROTECTIVE GLCVES: WEAR CHEMICALLY RESISTANT GLCVES.
EYE PROTECTION: SAFETY GLASSES KITH SIDE SHIELDS OR GOGGLES

OTHER PRCTECTIVE EQUIPMENT: AVOID SKIN CCONTALT BY USE OF OTHER PROTECTIVE
CLOTHING. A SAFETY SHOWER, AN EYE BATH AND WASHING FACILITIES SHQOULD BE
AVAILABLES.

Ak AR K IR IA XK A KKk kI AAXKXXSECTION IX~SPFCIAL PRECAUTIONSH*Akhhhkhhkhhdhhhhkdhhdhhhhhdh

PRECAUTICNS TC BE TAKEN IN HANDLING AND STDRAGE:

KEEP CONTAINERS TIGHTLY CLOSED. ISOLATE FROM HEAT, ELECTRICAL EQUIPMENT, SPARKS
AND FLAME. ©DC NCT STCRE ABOVE 45 DEG C (120 DEG F). STCRE FLAMMABLE LIQUIDS
.IN ACCORLCANCE WITH APPLICABLE NATIONAL FIRE PROTECTION ASSOCIATICN (NFPA)

CODES AND GOVERNMENTAL REGULATIONS. ‘

GROUNDING AND BONDING PROCEDURES SHOULD BE FCLLOWED WHEN TRANSFERRING THIS
MATERIAL. AVOIL FREE FALL CF LIQUIC. DO NCOT SMOKE WHERE THIS MATERIAL

IS USED CR STCRED. DOC NCT APPLY TO HOT SURFACES.

CTHER PRECAUTIONS:

EMPTY DRUMS MAY CONTAIN EXPLGSIVE VAPCURS. DO NDT CUT, PUNLTURE GR WELD
ON OR NEAR DRUM.

O NCT TAKE INTERNALLY. DO NOT CELIBERATELY CONCENTRATE THIS PRODUCT AND
INHALE THE VAPORS. PREVENT FPROLCNGED CONTACT WITH CONTAMINATED CLOTHING
WASH CONTAMINATED CLOTHING BEFORE REUSE.

VAPORS OF THIS PRODUCT ARE HEAVIER THAN AIR AND MAY CCLLECT IN LOW OR
CONFINED AREAS. DO NCT ENTER SUCH AREAS WITH FOLLCWING APPROPRIATE
PROCEDURES INCLUDING AIR MONITORING, USE OF SUPPLIED AIR IF NECESSARY

AND THE PRESENCE OF AN OBSERVER FOR ASSISTANCE.

CO NGT SAND, FLAME CUT, BRAZE OR WELD THE DRY COATING WITHOUT NIQOSH
APPRCVED RESPIRATCR OR APPROPRIATE VENTILATION.

OBSERVE PRECAUTICNARY LABEL WARNINGS.

PREPARED BY S. M. STEVENSON
TECHNICAL INFORMATION SPECIALIST
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